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If you have an appli-
cable emission limit
for. ..

And you choose to estab-
lish PM CPMS operating
limits, you must . . .

And. . .

Using . . .

According to the following
procedures . . .

2. Filterable Particu-
late matter (PM),
total non-mercury
HAP metals, indi-

Install, certify, maintain, and
operate a PM CPMS for
monitoring emissions dis-
charged to the atmos-

Establish a site-spe-
cific operating limit
in units of PM
CPMS output sig-

Data from the PM
CPMS and the PM
or HAP metals per-
formance tests.

1. Collect PM CPMS out-
put data during the en-
tire period of the per-
formance tests.

vidual non-mercury
HAP metals, total
HAP metals, or in-
dividual HAP met-
als for a new EGU.

phere according to
§63.10010(h)(1).

2. Record the average
hourly PM CPMS out-
put for each test run in
the performance test.

3. Determine the PM
CPMS operating limit in
accordance with the re-
quirements of
§63.10023(b)(2) from
data obtained during
the performance test
demonstrating compli-
ance with the filterable
PM or HAP metals
emissions limitations.

nal (e.g., milliamps,
mg/acm, or other
raw signal).

[78 FR 24091, Apr. 24, 2013]

TABLE 7 TO SUBPART UUUUU OF PART 63—DEMONSTRATING CONTINUOUS

COMPLIANCE

As stated in §63.10021, you must show continuous compliance with the emission limitations
for affected sources according to the following:

If

you use one of the following

to meet applicable emissions
limits, operating limits, or work
practice standards . . .

You demonstrate continuous compliance by . . .
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CEMS to measure filterable
PM, SO», HCI, HF, or Hg
emissions, or using a sorbent
trap monitoring system to
measure Hg.

. PM CPMS to measure com-

pliance with a parametric op-
erating limit.

Site-specific monitoring using
CMS for liquid oil-fired EGUs
for HCI and HF emission limit
monitoring.

. Quarterly performance test-

ing for coal-fired, solid oil de-
rived fired, or liquid oil-fired
EGUs to measure compli-
ance with one or more non-
PM (or its alternative emis-
sion limits) applicable emis-
sions limit in Table 1 or 2, or
PM (or its alternative emis-
sion limits) applicable emis-
sions limit in Table 2.

. Conducting periodic perform-

ance tune-ups of your
EGU(s).

. Work practice standards for

coal-fired, liquid oil-fired, or
solid oil-derived fuel-fired
EGUs during startup.

. Work practice standards for

coal-fired, liquid oil-fired, or
solid oil-derived fuel-fired
EGUs during shutdown.

Calculating the 30- (or 90-) boiler operating day rolling arithmetic average emissions rate in
units of the applicable emissions standard basis at the end of each boiler operating day
using all of the quality assured hourly average CEMS or sorbent trap data for the previous
30- (or 90-) boiler operating days, excluding data recorded during periods of startup or shut-
down.

Calculating the 30- (or 90-) boiler operating day rolling arithmetic average of all of the quality
assured hourly average PM CPMS output data (e.g., milliamps, PM concentration, raw data
signal) collected for all operating hours for the previous 30- (or 90-) boiler operating days,
excluding data recorded during periods of startup or shutdown.

If applicable, by conducting the monitoring in accordance with an approved site-specific moni-
toring plan.

Calculating the results of the testing in units of the applicable emissions standard.

Conducting periodic performance tune-ups of your EGU(s), as specified in § 63.10021(e).

Operating in accordance with Table 3.

Operating in accordance with Table 3.

[78 FR 24092, Apr. 24, 2013]

210



		Superintendent of Documents
	2015-08-11T10:42:53-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




